
Grease Checker KGC-01 / 02

condition monitoring system

・Easy to Check

・Easy to Use

・Just Push and Look

Prevent burning Bearings

Due to

Poor Lubrication

Have this kind of Experience？

● Have trouble of Burning Bearings・・・

● Can be Greasing Properly ??？・・・

● Grease Leaks somewhere ??？・・・

☆With KWK Grease checker KGC-01

Patent Pending

New Product



Specification / Dimension

Please contact the receptionist below for any questions about Lubrication system.

Head
office

： Distributor

TEL +81-6-6462-7155　FAX +81-6-6468-3298

Osaka
office

：

TEL +81-6-6462-7151　FAX +81-6-6468-3298

Tokyo
office

：
MH-Kiya BLDG 6F, 12,Kandamikura-cho,
Chiyoda-ku, Tokyo, 101-0038, Japan
TEL +81-3-3253-3161　FAX +81-3-3253-3166

：

TEL +81-849-23-0347　FAX +81-849-23-5414

：

TEL +81-790-27-1313　FAX +81-790-27-1314

Home page：　http://www.kwk.co.jp/lubricat/pdf/english.pdf

KOWA CORPORATION
Kowa building, 1-3-31, NishiKujo,
Konohana-ku, Osaka, 554-0012, Japan

Kowa building, 1-3-31, NishiKujo,
Konohana-ku, Osaka, 554-0012, Japan

Nishi-Nihon
office

Ichikawa
Plant

474-1, Kamiseka, Ichikawa-cho, Kanzaki-gun,
Hyogo, 679-2303, Japan

1-3-40, Shiromi-cho, Fukuyama-shi,
Hiroshima, 720-0054, Japan

Default state
（Reset state）

When greasing
（Indicator moves up）

Easy to use♪
③After 
confirming, 
indicator push 
down by hand for 
reset

① Equip to 
bearings or near 

lubricating 
point

② Indicator moves 
up when it works 
properly

Note: There are cases in which the specs and 
dimensions are changed without prior notice. KGC-01 KGC-02

Urgent

※It is possible 
to grease up 
manually through 
grease nipple

Indicator
（Plastic）

Indicator
（ＳＵＳ）

Grease
nipple


