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ELEC.PUMP. 12V. KG.10TP100112010

ELEC.PUMP. 12V. KG.6TP100112006

ELEC.PUMP. 12V. KG.4TP100112004

ELEC.PUMP. 12V. KG. 3,5TP100112002

ELEC.PUMP. 12V. KG. 2,5TP100112000

ELEC.PUMP TP1 12V.ARTICLE

ELEC.PUMP.24V. ì KG.10TP100124010

ELEC.PUMP.24V. KG.6TP100124006

ELEC.PUMP.24V. KG.4TP100124004

ELEC.PUMP.24V. KG.3,5TP100124002

ELEC.PUMP.24V. KG.2,5 TP100124000

ELEC.PUMP TP1  24V.ARTICLE

3

The pump "TP1" is born for the heavy employment in the earth moving machinery market, but it doesn’t  
disdain the industrial machines.    
Strong,affordable and compact, the pump work with  grease up to NLGI  class 2 grade, also with low 
temperature and elevated working pressures ( 250 Bar a controlled discharge will be effected by the pressure 
relief valve) thanks to the action of the push-pull supply piston unit.  
High protection grade enclosure ( IP 56 ) allow to position the pomp in any point of the car.
Pomp is available with up to 4 supply piston unit and with reservoirs from 2.5,3.5,4,6,10 kg. grease capacity 
and motors from 12 or 24  VDC.   
The pump can work can be connected to a PLC system.  
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ELEC.PUMP. 12V. KG.10TP100112120

ELEC.PUMP. 12V. KG.6TP100112116

ELEC.PUMP. 12V. KG.4TP100112114

ELEC.PUMP. 12V. KG. 3,5TP100112112

ELEC.PUMP. 12V. KG. 2,5TP100112110

ELEC.PUMP TP1  12V WITH TIMERARTICLE

ELEC.PUMP.24V. KG.10TP100124120

ELEC.PUMP.24V. KG.6TP100124116

ELEC.PUMP.24V. KG.4TP100124114

ELEC.PUMP.24V. KG.3,5TP100124112

ELEC.PUMP.24V. KG.2,5 TP100124110

ELEC.PUMP TP1  24V WITH TIMER ARTICLE

The pump TP1 with electronic equipment integrated pause time is used where you need a dosage 
programmed and where there is impossible use a out timer .Strong, reliable and compact, use grease(EP 2)
even at low temperatures with high pressure ( 300 bar governed) through the action of his piston-driven 
pump.
With protection IP 56 can be ’place where you want with greater safety.Is available up to 4 pumping, with 
tanks 2.5,3.5,4,6,10 kg. And with engines of 12 or 24V. 
The timing and working ’in minutes from 2 to 32 and the timing of break e’in hours 30 min 8 hours.
Also holding down the button for 11 seconds, the pump dispenses grease always.The return a timing normal 
when you turn off the machine.
Pump TP1 and  complete with safety valve and pump cord. 
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ELEC.PUMP. 12V. KG.10TP110112120

ELEC.PUMP. 12V. KG.6TP110112116

ELEC.PUMP. 12V. KG.4TP110112114

ELEC.PUMP. 12V. KG. 3,5TP110112112

ELEC.PUMP. 12V. KG. 2,5TP110112110

ELEC.PUMP TP1  12V WITH  C.I.ARTICLE

ELEC.PUMP.24V. KG.10TP110124020

ELEC.PUMP.24V. KG.6TP110124116

ELEC.PUMP.24V. KG.4TP110124114

ELEC.PUMP.24V. KG.3,5TP110124112

ELEC.PUMP.24V. KG.2,5 TP110124110

ELEC.PUMP TP1 24V WITH C.I. ARTICLE

The pump TP1 with electronic equipment used in integrated control loop is where you need a dosage-
controlled and where there is impossible use a out timer .Strong, reliable and compact, use grease (EP 2)
even at low temperatures with high pressure ( 300 bar governed) through the action of his piston-driven 
pump.
With protection IP 56 can be ’place where you want with greater safety.It�s available up to 4 pumping, with 
tanks 2.5,3.5,4,6,10 kg. And with engines of 12 or 24V.
Control loop, we use a sensor applied to the principal distributor that sends a signal 
In reporting the successful lubrication unit, the control unit is not getting no signal after 5 minutes send an 
alarm. The timing pulses e’ad work ranging from 2 to 32 and the timing of break e’in hours 30 min 8 hours.
Also holding down the button for 11 seconds, the pump dispenses grease continue.Return in original cycle
timing normal when you turn off the machine.
Pump TP1 and complete with safety valve and pump cord. 

PUMP TP1 12-24V.CONTROL IMPULSE
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PUMP TP1 12-24V MIN. LEV. GREASE

ELEC.PUMP. 12V. KG. 10TP101112010

ELEC.PUMP. 12V. KG. 6TP101112006

ELEC.PUMP. 12V. KG. 4TP101112004

ELEC.PUMP. 12V. KG. 3,5TP101112002

ELEC.PUMP. 12V. KG. 2,5TP101112000

ELEC. PUMP TP1 WITH MIN.LEV.ARTICLE

Pump TP1 created for use on heavy machinery in general but is also applied industrial
machinery.Strong, reliable and compact, use grease (EP 2) even at low temperatures with high pressures
(300 bar governed) by the action of his piston-driven pump.
With protection IP 56 can be ’place where you want with greater security.
Equipped with a capacitive sensor that indicates the reserve of fat. 
It�s available pumping up to 4, with tanks 2.5,3.5,4,6,10 kg. And with engines of 12 or 24V. 
Can ’be driven by an external program or directly from a PLC that controls the various times of the pump,
controlling the smooth application of lubrication.
Pump TP1 Standard and complete with safety valve and pump cord.

ELEC.PUMP 24V. KG.10TP101124010

ELEC.PUMP 24V. KG.6TP101124006

ELEC.PUMP 24V. KG.4TP101124004

ELEC.PUMP 24V. KG.3,5TP101124002

ELEC.PUMP 24V. KG.2,5TP101124000

ELEC.PUMP  TP1 WITH MIN.LEV.ARTICLE
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PUMP TP1 12-24V MIN. LEV. WITH TIMER

ELEC.PUMP. 24V. KG. 10TP101124120

ELEC.PUMP. 24V. KG. 6TP101124116

ELEC.PUMP. 24V. KG. 4TP101124114

ELEC.PUMP. 24V. KG. 3,5TP101124112

ELEC.PUMP. 24V. KG. 2,5TP101124110

EL.PUMP EL. TP1 WITH TIMER MIN.LEV.ARTICLE

ELEC.PUMP. 12V. KG. 10TP101112120

ELEC.PUMP. 12V. KG. 6TP101112116

ELEC.PUMP. 12V. KG. 4TP101112114

ELEC.PUMP. 12V. KG. 3,5TP101112112

ELEC.PUMP. 12V. KG. 2,5TP101112110

EL. PUMP  TP1 WITH TIMER MIN.LEV.ARTICLE

The pump TP1 with electronic equipment integrated pause time is used where you need a dosage 
programmed and where there is impossible a use a out timer.Strong, reliable and compact, use grease (EP 
2) even at low temperatures with high pressure ( 300 bar governed) through the action of his piston-driven 
pump.
With protection IP 56 can be ’place where you want with greater safety.It�s available up to 4 pumping, with 
tanks 2.5,3.5,4,6,10 kg. And with engines of 12 or 24V. 
The timing and working ’in minutes from 2 to 32 and the timing of break e’in hours 30 min 8 hours.
Also holding down the button for 11 seconds, the pump dispenses grease continue. Return in original timing
normal when you turn off the machine.
Pump TP1 and complete with safety valve and pump cord.
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ELEC.PUMP 24V. KG. 10TP101224120

ELEC.PUMP 24V. KG. 6TP101224116

ELEC.PUMP 24V. KG. 4TP101224114

ELEC.PUMP 24V. KG. 3,5TP101224112

ELEC.PUMP 24V. KG. 2,5TP101224110

EL.PUMP TP1CONT.CYC.AND MIN.LEV.ARTICLE

ELEC.PUMP 12V. KG. 10TP101212120

ELEC.PUMP 12V. KG. 6TP101212116

ELEC.PUMP 12V. KG. 4TP101212114

ELEC.PUMP 12V. KG. 3,5TP101212112

ELEC.PUMP 12V. KG. 2,5TP101212110

EL.PUMP  TP1 CONT.CYC.AND MIN.LIV.ARTICLE

The pump TP1 with electronic equipment integrated pause time is used where you need a dosage 
programmed and where there is impossible a use a out timer.Strong, reliable and compact, use grease
(EP 2) even at low temperatures with high pressure ( 300 bar governed) through the action of his piston-
driven pump.
With protection IP 56 can be place where you want with greater safety.It�s available up to 4 pumping, with 
tanks 2.5,3.5,4,6,10 kg. And with engines of 12 or 24V. 
The timing and working in minutes from 2 to 32 and the timing of break e’in hours 30 min 8 hours.
Also holding down the button for 11 seconds, the pump dispenses grease continue. Return in original
timing normal when you turn off the machine.
Pump TP1 and ’complete with safety valve and pump cord.
cerca

PUMP TP1 12-24V MIN. LEV. CONTROL CYCLE
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PUMP TP1 12-24V WITH DISTRIBUTOR

The pump TP1 with electronic equipment integrated pause time is used where you need a dosage 
programmed and where there is impossible of use a out timer.Strong, reliable and compact, use grease (EP 
2) even at low temperatures with high pressures 
(300 bar governed) through the action of his piston-driven pump.
With protection IP 56 can be 'place where you want with greater safety.It’s available up to 4 pumping, with 
tanks 2.5,3.5,4,6,10 kg. And with engines of 12 or 24V. 
The distributor can 'from 6 to 20 lubrication points.
Pump TP1 and complete with safety valve and pump cord

ELEC.PUMP. 12V. KG.10TP110312010..

ELEC.PUMP. 12V. KG.6TP110312006..

ELEC.PUMP. 12V. KG.4TP110312004..

ELEC.PUMP. 12V. KG. 3,5TP110312002..

ELEC.PUMP. 12V. KG. 2,5TP110312000..

ELEC.PUMP TP1  12V.ARTICLE

ELEC.PUMP.24V. KG.10TP110324010..

ELEC.PUMP.24V. KG.6TP110324006..

ELEC.PUMP.24V. KG.4TP110324004..

ELEC.PUMP.24V. KG.3,5TP110324002..

ELEC.PUMP.24V. KG.2,5 TP110324000..

ELEC.PUMP TP1  24V.ARTICLE

FEEDER TL 8/16 WITH TUBE CONNECTORTP1…………8

FEEDER TL 7/14 WITH TUBE CONNECTORTP1…………7

FEEDER TL 6/12 WITH TUBE CONNECTORTP1…..…….6

FEEDER TL 5/10 WITH TUBE CONNECTORTP1…..…….5

FEEDER TL 4/8 WITH TUBE CONNECTORTP1…..…….4

FEEDER TL 3/6 WITH TUBE CONNECTORTP1…..…… 3

DISTRIB.FOR PUMPARTICLE
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